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must show compliance at each site at 
least biennially. 

(c) Service manual. (1) Each manufac-
turer of an approved inflatable life-
jacket must prepare a service manual 
for the lifejacket. The service manual 
must be approved by the Commandant 
according to § 160.176–5(b) of this part. 

(2) The manufacturer must make the 
service manual, service manual revi-
sions, and service bulletins available to 
each approved servicing facility. 

(3) Each service manual must contain 
the following: 

(i) Detailed procedures for inspect-
ing, servicing, and repackaging the 
lifejacket. 

(ii) A list of approved replacement 
parts and materials to be used for serv-
icing and repairs, if any. 

(iii) A requirement to mark the date 
and servicing facility name on each 
lifejacket serviced. 

(iv) Frequency of servicing. 
(v) Any specific restrictions or spe-

cial procedures prescribed by the Coast 
Guard or manufacturer. 

(4) Each service manual revision and 
service bulletin which authorizes the 
modification of a lifejacket, or which 
affects a requirement under this sub-
part, must be approved by the Com-
mandant. Other revisions and service 
bulletins are not required to be ap-
proved, but a copy of each must be sent 
to the Commandant when it is issued. 
At least once each year, the manufac-
turer must provide to the Commandant 
and to each servicing facility approved 
to service its lifejackets a bulletin list-
ing each service manual revision and 
bulletin in effect. 

(d) Servicing facilities guidelines. Each 
servicing facility must have written 
guidelines that include the following: 

(1) Identification of each make and 
model of lifejacket which may be serv-
iced by the facility as well as the man-
ual and revision to be used for serv-
icing. 

(2) Identification of the person, by 
title or position, who is responsible for 
the servicing program. 

(3) Training and qualifications of 
servicing technicians. 

(4) Provisions for the facility to re-
tain a copy of its current letter of ap-
proval from the Coast Guard at each 
site. 

(5) Requirements to— 
(i) Ensure each inflatable lifejacket 

serviced under its Coast Guard ap-
proval is serviced in accordance with 
the manufacturer’s service manual; 

(ii) Keep servicing technicians in-
formed of each approved servicing 
manual revision and bulletin and en-
sure servicing technicians understand 
each change and new technique related 
to the lifejackets serviced by the facil-
ity; 

(iii) Calibrate each pressure gauge, 
weighing scale, and mechanically-oper-
ated barometer at intervals of not 
more than one year; 

(iv) Ensure each inflatable lifejacket 
serviced under the facility’s Coast 
Guard approval is serviced by or under 
the supervision of a servicing techni-
cian who meets the requirements of 
item (3) of this paragraph; 

(v) Specify each make and model of 
lifejacket it is approved to service 
when it represents itself as approved by 
the U.S. Coast Guard; and 

(vi) Not service any lifejacket for a 
U.S. registered commercial vessel, un-
less it is approved by the U.S. Coast 
Guard to service the make and model 
of lifejacket. 

(e) Servicing records. Each servicing 
facility must maintain records of all 
completed servicing. These records 
must be retained for at least 5 years 
after they are made, be made available 
to any Coast Guard representative and 
independent laboratory inspector upon 
request, and include at least the fol-
lowing: 

(1) Date of servicing, number of life-
jackets serviced, lot identification, ap-
proval number, and test results data 
for the lifejackets serviced. 

(2) Identification of the person con-
ducting the servicing. 

(3) Identity of the vessel receiving 
the serviced lifejackets. 

(4) Date of return to the vessel.

§ 160.176–21 User manuals. 
(a) The manufacturer must develop a 

user’s manual for each model of inflat-
able lifejacket. The content of the 
manual must be provided for approval 
according to §§ 160.176–5(a)(3)(v) and 
160.176–5(b) of this part. 

(b) A user’s manual must be provided 
with each lifejacket except that only 
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five manuals need be provided to a sin-
gle user vessel if more than five life-
jackets are carried on board. 

(c) Each user’s manual must contain 
in detail the following: 

(1) Instructions on use of the life-
jacket and replacement of expendable 
parts. 

(2) Procedures for examining service-
ability of lifejackets and the frequency 
of examination. 

(3) Pages for logging on board exami-
nations. 

(4) Frequency of required servicing at 
approved servicing facilities. 

(5) Instructions, if any, on proper 
stowage. 

(6) Procedures for getting the life-
jackets repaired by a servicing facility 
or the manufacturer. 

(7) Procedures for making emergency 
repairs on board. 

(8) Any specific restrictions or spe-
cial instructions.

§ 160.176–23 Marking. 
(a) General. Each inflatable lifejacket 

must be marked with the information 
required by this section. Each marking 
must be waterproof, clear, and perma-
nent. Except as provided elsewhere in 
this subpart, each marking must be 
readable from a distance of three feet. 

(b) Prominence. Each marking re-
quired in paragraph (d) of this section, 
except vital care and use instructions, 
if any, must be less prominent and in 
smaller print than markings required 
in paragraph (c) of this section. Each 
optional marking must be significantly 
less prominent and smaller than re-
quired markings. The marking 
‘‘ADULT’’ must be in at least
18 mm (3⁄4inch) high bold capital let-
tering. If a lifejacket is stored in a 
package, the package must also have 
the marking ‘‘ADULT’’ or this mark-
ing must be easily visible through the 
package. 

(c) Text. Each inflatable lifejacket 
must be marked with the following 
text in the exact order shown:

ADULT—For a person weighing more than 
90 pounds. 

Type V PFD—Approved for use on (see 
paragraph (e) of this section for exact text to be 
used here) in lieu of (see paragraph (f) of this 
section for exact text to be used here). 

This lifejacket must be serviced, stowed, 
and used in accordance with (insert descrip-
tion of service manual and user’s manual). 

When fully inflated this lifejacket provides 
a minimum buoyant force of (insert the design 
buoyancy in lb.).

(d) Other Information. Each lifejacket 
must also be marked with the fol-
lowing information below the text re-
quired by paragraph (c) of this section: 

(1) U.S. Coast Guard Approval No. 
(insert assigned approval number). 

(2) Manufacturer’s or private label-
er’s name and address. 

(3) Lot Number. 
(4) Date, or year and calendar quar-

ter, of manufacture. 
(5) Necessary vital care or use in-

structions, if any, such as the fol-
lowing: 

(i) Warning against dry cleaning. 
(ii) Size and type of inflation medium 

cartridges required. 
(iii) Specific donning instructions. 
(e) Approved applications. The text to 

be inserted in paragraph (c) of this sec-
tion as the approved use will be one or 
more of the following as identified by 
the Commandant on the approval cer-
tificate issued according to § 159.005–
13(a)(2) of this chapter: 

(1) The name of the vessel. 
(2) The type of vessel. 
(3) Specific purpose or limitation ap-

proved by the Coast Guard. 
(f) Type equivalence. The exact text to 

be inserted in paragraph (c) of this sec-
tion as the approved performance type 
will be one of the following as identi-
fied by the Commandant on the ap-
proval certificate: 

(1) Type I PFD. 
(2) Type V PFD—(insert exact text of 

additional description noted on the ap-
proval certificate). 

[CGD 78–1746, 54 FR 50320, Dec. 5, 1989, as 
amended by CGD 78–174b, 56 FR 29442, June 
27, 1991]

PART 161—ELECTRICAL EQUIPMENT

Subpart 161.001 [Reserved]

Subpart 161.002—Fire-Protective Systems

Sec.
161.002–1 Incorporation by reference. 
161.002–2 Types of fire-protective systems. 
161.002–3 Materials and workmanship. 
161.002–4 General requirements. 
161.002–8 Automatic fire detecting systems, 

general requirements.
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